
Part # 15000
2007 to 2017 Jeep JK Rubicon 
Slider Step

Included:
2 - Steps
2 - Bolts
2 - Lock Washers
4 - Bracket A (Long, front  
door mounting)
4 - Bracket B (Short, rear door 
mounting)

Bracket B
(Short)

Bracket A
(long)

Slider Step

Mounting hole

Clamp Assy.

Vehicle BodyFactory Rubicon
Rock Slider

Top Clamp
(Long Shown)

Lower Clamp

Clamp Bolt)

Step

Warnings and Cautions:
 These steps are not designed to exceed 300 lbs load. 
 Be sure to tighten the clamps properly and re-check tightness 

periodically.
 Proper cleaning and maintenance of the finish will prolong the life of the 

powder coat.
 Steps not intended as rock sliders, remove for use in extreme terrain.
 This product only fits on the JK Rubicon Factory Rock Slider.

INSTALLATION INSTRUCTIONS

Pre-assembly Mounting description

PLEASE READ AND UNDERSTAND ALL INSTRUCTIONS BEFORE INSTALLING ON VEHICLE

PLEASE NOTE: Steps are the same for all positions, only the top clamp brackets are different.
Follow instructions for where the correct brackets are to be installed 
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Position steps on vehicle in the approximate locations shown here.

For front door installation, remove factory Rock 
Slider bolt that corresponds to the slot in the Slider 
Step.

Hand tighten the clamps and position so the slot on 
the upper cross bar aligns with the factory bolt 
location (previously removed). NOTE: Be sure the 
clamp plates are pushed all the way onto the top of 
the sheet metal of the factory rock slider before 
tightening bolts.

Loosen clamps on both ends and install on vehicle 
making sure the clamps are sandwiching the  flat 
plate on the underside of the  factory Rock Sliders.  
NOTE: Use the “A” clamp bracket for all positions.

Re-install the factory Rock Slider bolt and now use a 
socket wrench to tighten it and the clamps. NOTE: Be 
sure to re-check tightness periodically.
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Front Step Installation
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Rear Step Installation
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4 Door Placement

Approximate position on rear of vehicle

NOTE: Use short  clamp plate B for all positions .
NOTE: Rear step does not require factory bolt to be 
removed from rear location of factory Rock Slider. 
Step rests on the bolt and is trapped by the body 
mount. 
Place on vehicle with front clamp plate loose, 
IMPORTANT: do not install rear clamp plate at this 
time.

Once the step is in place and front clamp plate is hand 
tight, slide the rear clamp plate (B-short) in place on 
top of the lower step clamp by inserting it through the 
rear wheel well. Be sure it is on top of the factory 
Rock Slider flat plate so it will tighten properly.  Now 
install the included bolt/lock washer and tighten 
front and rear clamps.
NOTE: Be sure the clamp plates are pushed all the 
way onto the top of the sheet metal of the factory 
rock slider before tightening bolts.

This picture shows the location of the rear clamp 
assembly on vehicle.
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